





DESCRIPTION





VINKEMS® SHOTCREX SL2 is a alkali free set-accelerating admixture for shotcrete. When quick-setting characteristics are required for rapid build-up of layers and early strength development for immediate support and to seal off water leakage are essential, the use of  VINKEMS® SHOTCREX SL2 is indispensable.  It is generally used on all overhead work, on some vertical walls and in locations of high ground water flow.





ADVANTAGES





VINKEMS® SHOTCREX SL2 comply with the following specifications: 





Initial and final set occur within 3 and 12 min respectively


Capability to form maximum layer thickness by increasing the cohesion of the mix and hence resistance to sloughing off


Reduce loss of material by rebound


Increase rate of strength development


Provide an ultimate strength


Alkali free, non toxic


Chloride free, save for reinforced concrete





USES





VINKEMS® SHOTCREX SL2  is suitable for both wet and dry shot application and used in:


Reinforce of rock sides


Tunnel rock drill work


For general shotcrete work


Hydraulics works


Hydro power plants


Transportations








TECHNICAL INFORMATION








Appearance:                      	Liquid as white milk


Specific gravity:                  	1.35 - 1.45 kg/ltr


Chloride content:                	Nil 


pH:                                      	3 – 8


Fire:				Non - flammable
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DIRECTIONS FOR USE





DOSAGE:





The typical dosage of VINKEMS® SHOTCREX SL2 to meet specific requirements as cement content, age, temperature and application area, substrates, methods used. In the wet shot method, adjust VINKEMS® SHOTCREX SL2 suitable follow W/C ratio of concrete mix. In the dry shot method, adjust VINKEMS® SHOTCREX SL2 follow amount of water added during shoting. Normally used at the rate of 4 – 6%. 








COMPATIBILITY:





VINKEMS® SHOTCREX SL2 is compatible with other Vinkems admixtures used in the same shotcrete mix and all types of OPC (ordinary portland cement). 





PACKAGING





VINKEMS® SHOTCREX SL2 is available in 200 liters drums.





SHELF LIFE - STORAGE





03 months in original, unopened package - In a cool dry place. Avoid from direct sun





CLEANING





Use plenty of water for remnants and absorbent by sand for spillages of VINKEMS® SHOTCREX SL2.





PRECAUTIONS





Test batches/mix designs/sample slabs may be required due to variations in local cement or standard cement replacement materials and aggregates. It is also depend on which areas will be shoted.


In case of contact with eyes rinse immediately with plenty of clean water and seek medical advise.


If swallowed seek medical immediately.


Avoid prolonged skin contact.








































































































NOTE





The information, and, in particular, the recommendations relating to the application and end-use of VINKEMS® products, are given in good faith based on Vinkems's current knowledge and experience of the products when properly stored, handled and applied under normal conditions. In practice, the differences in materials, substrates and actual site conditions are such that no warranty inspect of merchantability or of fitness for a particular  purpose, nor any liability arising out of any legal relationship whatsoever, can be inferred either from any written recommendations, or from any other advice offered. The proprietary rights of third parties must be observed. All orders are accepted subject to our current terms of sale and delivery. Users should always refer to the most recent issue of technical Data Sheet for the product concerned, copies of which will be supplied on request.
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